Deluxe drinking water taps uly 2011

Chrome, satin nickel, light biscuit & artic whi Single pillar taps 09) )"0
versions available. O

KINETICO pillar tap

This lead free traditional tap (opposite)
is of exceptional quality. The tap is
designed with a taller spout than some @
conventional drinking taps and this allows inatico
easier access with a kettle or jug. The tap has

fully serviceable inner components, a ceramic valve for
smoother operation and longer life, a % turn full flow
lever, a 100mm stem/thread to cater for thicker work
surfaces and a removable spout. ThgE S L A
American screw thread is identical to the other
drinking taps shown here enabling simple

_ water connection. Overall height 302mm.

Stainless steel lever tapAT2

This ultra modern ceramic disc tap (left)
11 has a ¥ turn operating lever which can

be fitted at either side or at the front. It
has a fully swiveling spout. It has an extra long stem/
thread to enable fitting through thick work surfaces. The

T6& SLA ?kcpga_l gapcu rfpc_b
drinking taps enabling simple water connection. Overall
height 310mm.

Swan neck ceramic tapACLRFT

This is another quality ceramic disc tap with a ¥4 turn

lever operation. It is only supplied with a swan neck

o et th | spout. The water connection fitting is identical to other
ease note that these taps are only H H H

shown approximately in proportion drinking taps. Overall height 300mm.

to each other. 6 in 1 multi tap- B15QT

All only require a 12mm hole to be This popular tap comes complete with three alternative
gﬂg;‘ééht?;tg_h the sink or work tap heads (shown in diagrams) and two spoutswan
neck (overall height 230mm) and long reach (overall

- height 240mm). The swan neck is shown in diagrams
///“\\ and long reach in picture). It has a ¥4 turn ceramic disc
¢ operation. Changing from one version to another is very
straightforward. The water connection fitting is identical
to other drinking tapsdquaNouveau has chosen to use
this tap for most of its drinking water applications.

—— [/_“\ Prices include VAT at 20%. Please telephone for prices of
6in 1- B150T y | other options where applicable. a
4
avallaign KINETICO pillar tap (chrome) £79.49 ’
chrome ONLY <) AT2 (stainless steel) £101.77
. Y/ ACLRFT (chrome) £46.06
) B15QT (chrome)  £52.12 o
¢ I NB. The company reserves
\ ; the right to change
»H‘ technical data and pricing
\ 3%/% | as determined by market o
e \w, conditions.
T: 01256 844044
Www.agua-nouveau.co.uk
Aqua-Nouveau Limited
aquanouveau o nie20.
a new concept in water quality Basingstoke Enterprise Centre,

West Ham Lane, Basingstoke RG22 6NQ.



Three way taps

3 way or triway taps are an ideal choice for kitchens
with granite work surfaces and Butler sinks where the
fitting of a third tap, for a drinking water filter or purifier,
would be aesthetically displeasing to the eye or
technically difficult to install (overall height 215mm)

Pallas 3 way tap

This cleverly designed mono block tap (shown right)
incorporates a separate drinking channel up through the
spout alongside the hot and cold water. The tap has a
combined lever adjustment for the main water services
and a lower secondary control for the drinking water.
The tap is capable of coping with a variety of flow rates
and is based upon the latest ceramic technology. The
tap, which has a lower profile than others shown here,
will fit into the standard hole size of most kitchen sinks
and is supplied with three short lengths of sheathed
hose to make the connections under the sink. This tap is
compatible with both indirect and direct fed household
water systems see information on next page.

Filterplus duallever tap ATSTAP88C(height 406mm)

This modern and attractive three way ceramic disc tap
(shown opposite) only has two levers. The left hand %
turn lever operates the drinking water while the other
lever controls the hot and cold water. The tap will fit
into the standard hole size of most kitchen sinks and is
supplied with three short lengths of sheathed hose to
make the connections to the water supply.

Available in
chrome,
brushed nickel,
English gold
and antique
brass.

Chrome
ACFT3WAY7
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The chrome’
REUES tap.Y

V\

Available in
chrome,
opaque
chrome,

and brushed

nickel.

chrome
AT5TAP8SEC

Please note that these taps
are only shown approxi-
mately in proportion to

each other.

Gosford three way tap ACFT3WAX2rall height
400mm)

This is a more traditional design with the taps subtly
labeled on the tops of the levers. The left hand, ceramic
disc lever, controls the hot water. A forward movement
with the right hand lever controls the cold softened
water while a backward movement controls the drinking
water. The tap (shown left) will fit into the standard sink
hole and is supplied with three short lengths of sheathed
hose to make the connections to the water suppifnis

tap and the AT5 (shown above) are only suitable with
direct fed household water systenEsee next page.

Prices are for chrome versions and include VAT. Please
telephone for prices of other options where
applicable.

Pallas tap £216.79
Filterplus duallever ATETAP8EC £227.63
Gosford ACFT3WAY7 £346.86




If you are contemplating buying a tri-way, kitchen tap you may want to be aware of the

following information.

Warning - concern about the suitability of
continental dual and tri-way kitchen taps installed
in homes with indirect hot water systems

We are the only country in the world that has two
distinct types of home heating systemindirect and
direct. As most westernised homes have pressurised,
direct fed water systems, products from outside the
UK are designed accordingly. One range of products
that are giving the plumbing fraternity a problem, at
this time, are certain types of kitchen taps. Most
continental taps (which tend to dominate the current
market) are manufactured for high pressure use.
These are proving unsatisfactory when installed in a
UK property with a traditional, loft tank, water system.
Single spout, dual taps are particularly prone to flow
rate problems. The reason for this is as follows.

With a typical indirect system the incoming cold water
main is connected direct to the kitchen tap (pressure
around 3 to 4 bar), with a supply going to a cold
water storage tank (usually found in the loft space).
The cold water is then fed by gravity from the tank to
a hot water storage cylinder (usually found in an
airing cupboard). The hot water is usually generated
by a boiler or immersion heater. The hot water is
stored in the cylinder and fed to taps, around the
house, by gravity onlyThis can give an imbalanced
flow rate at the kitchen sink.

Many current and modern homes are now being built
ugrf _ u_rcp gsnnjw ufagaf
the premises, under mains pressure (again typically in
the region of 3 to 4 bar). With these pressurised
systems there are no loft tanks. Most kitchen taps will
perform well as the cold and hot water pressures are
constantly equal.

The actual pressure of gravity fed hot water is
determined by the height of the bottom of the cold
water storage tank, in the loft, in relation to the
height of the kitchen tap. This is often referred to as
rfc Ef c _ bBrherhighenthe tackgrém the
kitchen tap the greater the head of water and the
npcqgspc* ufgaf
head = 0.1 bar, 5 metre head = 0.5 bar, 10 metre
head = 1 bar.

The conversion from bar to head is based on the
assumption that the kitchen tap is situated directly
below the storage tank. In reality this is very rarely
the case. Where long pipe runs occur, across the
property, from storage tank to the tap, the pressure at
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the tap can reduce further.

To obtain sufficient pressure on a
traditional gravity feed system to run
an average high pressure tap, with a

1 bar recommended minimum pressure,

you would need a 4 storey building or 10 metres
(32.5 feet) head. To run an average medium/high
pressure tap, with a .5 bar recommended minimum
pressure, you would require a 3 storey building or 5
metres (16.25 feet) head. From this you can judge
that a large majority of continental, high pressure,
kitchen taps will not give a balanced flow of hot and
cold water in a single or two storey property.

Due to an increase in demand for drinking water
filters, AquaNouveau has had considerable interest
qf mul -ugIlwéErrpogng, Sl dmpr sl
also given variable performances to a point where
there are models we would definitely advigmt to be
usedwith gravity fed systems.

In conclusion, most kitchen taps will work with high
pressure, direct fed, hot water systems, but not
necessarily with medium/low pressure gravity fed
supplies. It is therefore important to check the
specification of a kitchen tap before buying.

_recj

Overcoming low pressure hot water problems

It is possible to increase pressure, at a hot water

kitchen tap, by fitting a booster pump, on a gravity

f%ddmt E%eésgséemﬁhlﬁcgrbuggally il)eflnﬁtq.H%de f msr
under a kitchen sink relatively easily. For further

information see details overleaf and contact us on the
telephone number below.

T: 01256 844044
www.aqua-nouveau.co.uk

Unit 20,




Home booster pump

Some kitchen taps can give flow rate problems when Features of the Grundfos circulator pump
installed on a gravity fed, hot water system. There are
only two ways of getting around this. Choose a
different set of taps, which can operate on low S Stainless steel encapsulated rotor.

pressure, or fit a pump. In some cases, due to the S Stainless steel rotor can and bearing plate

design, or the facility offered, there is no option but to SNskn a | ‘¢ gqcr rm Ek _Is_j&°
fit a tap which may not be compatible to the S Flows up to 1.45h (23 litres a minute). - -
household heating system. S Exceptionally quiet in operation.

S Typically adds between 0.5 and 0.75 bar pressure
to existing inlet pressure.

To assist equating pressure at both taps, Aqua
Nouveau has sourced a booster pump which can be Price £264.48including VAT
fitted to a gravity fed, hot water supply. This can be
fitted under the kitchen sink and will boost the
pressure to give a maximum flow of up to 23 Ipm.

The Grunfos circulator pump is designed to operate o
most low pressure water supplies including the feed
to taps, showers and appliances. It is designed for ho
water use with temperatures up to a maximum of 70°
C (158°F) .

The pump incorporates a flow switch which starts or
stops the pump when the tap is turned on or off. The ‘ \
njsk> gle dgrrgleq _pc ¥%E
fitted 1% meter cable and operates through a
standard 13amp socket. For more technical
information and how this may be installed for you
please contact us on 01256 844044.

Dimensions in mr T
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o 15mm pipe work IPEIgRgEqNOTEd: \ngo not advocate the use of this
— ' pump to boost pressures through filter systems. Most
filters require a steady flow enabling a successful
_ change to the water characteristics. Boosting pressure
23 103 would push water through too fast and may damage
——— . ] the cartridge.

supplied as standard
with each pump.
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